





Inspector Flex
Unique, interchangeable housing design provides
the easiest way to improve image quality

The key to solving vision problems is to work on a good quality image - the Flex concept
makes this easy. Apart from easy lens exchange, this unique concept is designed to reuse
the illumination in combination with different front windows, resulting in red, green,
blue or diffused white illumination - without any extra wiring. lllumination has never
been easier!

| R ' Lenses
You can easily exchange lenses to optimize the field of view to your distance needs

* Ensure accuracy at longer distances with a narrow lens
* Handle with larger parts at shorter distances in tight machines with a wide lens

Dome

You can easily get rid of unwanted glare on glossy or reflective materials by using
the dome accessory, which distributes light evenly

» Create even illumination on glossy surfaces with the dome

Color filters

You can easily emphasize any detail on multi-colored backgrounds by the use of
color filters

* Increase contrast on multi-colored objects using color filters

Replacement windows

You can easily exchange the front window in case of scratches or damage on
your device

* Keep a clear view in harsh environments
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Inspector illumination
Light the way to better performance

Light is a crucial component in vision.
With the correct lighting, details of

_ interest on the part are emphasized
SICK - providing a high-quality image for

full flexibility with integrated light, “Flex”
window options or external solutions to

. } ] analysis. The Inspector family provides

Il
]

match your illumination needs.

Inspectors with integrated white illumination

White light is used as it creates contrast between targets of all colors. When combined
with the “flex” front windows, you can improve quality on highly reflective or multi-
colored materials

* Photo with color camera versus grey image from Inspector with white illumination

Inspector 140-LUT

This variant makes invisible luminescent agents visible. Compared to traditional lumines-
cent registration sensors, which operate on a fixed spot, the I40-LUT scans an entire area

* Inspector 140-LUT versus Inspector with white illumination on paper currency

Inspector 120-UV

This variant emphasizes contrast between materials that have high versus low absorp-

tion to UV

e Inspector 120-UV versus Inspector with white illumination inspecting edge breakage
on a blue solar wafer against a dark production belt

External lights

SICK offers a wide range of lights to support vision applications. The lights are avail-
able in different colors and sizes, with both front and back light variants. These lights
are easily controlled and powered via a standard M12 connector on the Inspector.
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Inspector connectivity

Take greater control of your production plant
with the Inspector

I/0-Box FTP PLC PC

R

The Inspector family offers a pre-defined package for production control within the SICK SOPAS
user interface. It includes image viewing, recording and off-line support. In addition, there are
variants that support PLC control over Ethernet and unlimited image storing using FTP.

TR
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|

Off-line support with emulator

Image recording and post-analysis in emulator enable machine
builders to remotely support customers

;{'
|

!'H i

Expandable 1/0
o 2 Unique detailed inspection results via |/0 extension box enable

) 5 direct feedback about the cause of failures
Image storage
3 2 Continually storing images to FTP in powertrain assembly stations
v M-IV 1= provides the easiest way to diagnose and resolve the root cause to

a problem

Data communication
PLC communication enables centralized control, such as for drift
correction and specialized statistics in large packaging plants
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Inspector Viewer

Monitor multiple Inspectors for improved quality

and throughput

The Inspector Viewer is a tool that pro-
vides advanced monitoring and trending
capabilities for the Inspector family. The

népee ' : Viewer’s functional design is optimized to

PADECISION FOR GUALITY §

Monitoring images

Verify your application and setup by monitoring live or logged
images in full resolution. The Viewer’s screen displays all “Pass,”
“Fail” or “Not Located” inspection results live for the Inspector
|-series, as well as the position for the P-series.

View results

Using the Inspector Viewer, you can see detailed results and trend-
ing information for presence detection and damage and shape
verification. This information enables you to adjust production
parameters in order to increase throughput and reduce costs.

Simplify product changeover

Easily change reference objects to make line changes faster and
more efficient, such as in packaging applications. The Inspector
Viewer provides the ability to save and export configurations, allow-
ing virtually an infinite number of reference objects.

Manage Multiple Inspectors

Multiple Inspectors can be monitored from one Viewer, making it
economical to use in plants with more than one Inspector.

In addition, the Viewer enables users to easily duplicate the para-
meters of one Inspector to multiple Inspectors.
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make it easier for the operator to oversee
daily work more efficiently. The Inspector
Viewer has an easy-to-use touch screen
display for performing the functions as
described below.
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Inspector vision sensors

Dimensional drawings - Inspector
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nspector vision sensors

Technical data VSPI- VSPI- VSPI- VSPI- VSPI- VSPI- VSPP-
IR111 D111 2F111 2F121 4F2111 4F2311 3F1122
110 Standard 110 Dome 120 Flex 120-UV Flex 140 Flex 140-LUT Flex P30 Flex
Workng it 50...comm 1 0 S S
Working distance, internal illumination ~ 50 ... 200 mm _—____-
50 mm -
Field of view ¥ /default lens 20x20... 72X 72 mm?/ 6 mm e i |
30 x30 mm?/ 4.3 mm -
22x15...79x58 mm? / 10 mm --
Optics Exchangeabl L e | el
Max perormance 250135 I S S
75 oo .
Typical performance ? 40fps o [
501ps S
Repeatability, position + 0.1 pixels
Repeatability, angle +0.02°

Tookse Object ocator e e e e P |
Phe count Egepielcount, Cortour || I B e ]

Paten I
Blob locator
Max reported positions 16
Refrence mages 16 bjcts e T I
2 objcts e
Oftine suppr Emultor 0 0 S S | | s
Data store and retrieve 30 images device log [ [ T P P
Recor meges n PO [ [ [ [ [ [ [
Store images to FTP __—
PLC communication EtherNet/IP __—
TCP/IP configurable protocol -
1/0 Box extension 4x inputs for object selection -—
5x inputs for object selection __—
t6xaupus e e
Resauton 354354 il N
640 x 480 pixels L .
Light source White ring light, 6x high-power LEDs B BB B e
White dome light e
UV ring light e e
Spectral response Approx. 400 ... 750 nm s i
Near UV < 400 nm -
Suppy votage 24002 20% e o [ P
<450 m,vithout g 5 [ [ [ [ [ [
Diial ot 3 uouts 20V (B el [ e [ [ e [ R
4 outputs 24 V (B-type) -
outcaren 1004 [
- Default outputs No object detected, all pass, any fail -—_—_—_
Directional guidence e
- Configurable outputs Output by logical expressions L .
Store images to FTP overflow __—
Contoloextmal g R 0 00 0 | |
Dita nputs 4 nputs 26 ) S ) o e
3inputs 24 V |
- Configurable inputs External trigger, encoder, external teach [ I P P e e e
Reference objctseleton o e s e e [
ertace 100 o Eteret o e s e e [
Ambient temperature ¥ Operation: 0 °C ... +45 °C -—_—_—_
Storage: 20°C.. +70°C o e s e e [
Housing mte A e e e e
Window material PMMA (plastic) -__—_—-
= e e
weign %06 DO ] ) S S
4008 S
Encoure ratg Pe7 I | S

Yinternal illumination. 2 Full resolution, full rotation, high speed mode. ® Rel. Humidity: 35 ... 85 %, 95 % at storage.

For more technical details and ordering information: www.sick.com
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Inspector vision sensors

Dimensional drawings - Inspector Viewer
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Order information

Inspector vision sensors

i E Working dist.
« |50 ..o mm
I = 1|50 mm
Inspector vision sensors
Order information
Inspector I-series
Type Order no.
VSPI-1R111
110 Standard L0200
VSPI-1D111
110 Dome 1044038
VSPI-2F111
120 Flex 1046732
VSPI-2F121
120-UV Flex o
VSPI-4F2111
140 Flex dorreie
VSPI-4F2311
140-LUT Flex LOCE S
Order information
Inspector P-series
Type Order no.
VSPP-3F1122
P30 Flex Aot
Device specific accessories

Accessories
Type Order no.
DOL-1212-G02MASO1 cable 2 m, M12* 6036555
DOL-1212-GO5MASO1 cable 5 m, M12 6036556
DOL-1212-G10MASO1 cable 10 m, M12 6037356
PIO extension cable 2 m M12/M12 6041763
SSL-2J04-GO3ME cable 3 m, RJ45* 6029630
SSL-2J04-GO5ME cable 5 m, RJ45 6035389
SSL-2J04-G10ME cable 10 m, RJ45 6030928
T-coupler 12/12/8P, M12x1 6034950
Inspector angle bracket 2045167
Inspector light/filter adapter 2045397
Inspector Universal arm + adapter bracket 1048400
Lens focal length 4.3 mm 2049491
Lens focal length 6 mm 2049668
Lens focal length 8 mm 2056692
Lens focal length 10 mm 2049415
Lens focal length 16 mm 2049418
Inspector Flex color filter red (> 588 nm) 2050675
Inspector Flex color filter green (544 + 53 nm) 2050677
Inspector Flex color filter blue (468 + 62 nm) 2050676
Inspector Flex Dome 2050678
1/0 extension box (4 inputs, 8 outputs) 6037654
1/0 module, 2 extra digital inputs 6039038
1/0 module, 8 extra digital outputs 6037750
Inspector Viewer VSPV-22222 2057556
* minimal needed accessories to get started
Spare parts
Type Order no.
Front window, Inspector Flex (glass) 2052266
Front window, Inspector Flex (PMMA) 2050690
Tool, front window Inspector Flex 2050703

VSPI- VSPI-
1R111 1D111
110 Standard 110 Dome

VSPI-
2F121

Lenses, focal length 4.3 mm

Lenses, focal length 6 mm, 8 mm, 10 mm, 16 mm

Glass front filters Red, Green, Blue

Dome

Optimal for 50 mm working distance

1/0 extension box (4 inputs, 8 outputs)

1/0 module, 2 extra digital inputs

1/0 module, 8 extra digital outputs

Inspector light/filter adapter

3 Full accessory list at www.sick.com. # > 60 % transmission.

For more technical details and ordering information: www.sick.com
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120-UV Flex

VSPI-
4F2111
140 Flex

VSPI-
4F2311

VSPP-
3F1122

140-LUT Flex P30 Flex
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Australia
Phone +61 3 9497 4100

1800 33 48 02 - tollfree
E-Mail sales@sick.com.au

Belgium/Luxembourg
Phone +32 (0)2 466 55 66
E-Mail info@sick.be

Brasil
Phone +55 11 3215-4900
E-Mail sac@sick.com.br

Ceska Republika
Phone +420 2 57 91 18 50
E-Mail sick@sick.cz

China
Phone +852-2763 6966
E-Mail ghk@sick.com.hk

Danmark
Phone +45 45 82 64 00
E-Mail sick@sick.dk

Deutschland

Phone +49 211 5301-301
E-Mail kundenservice@sick.de
Espaia

Phone +34 93 480 31 00
E-Mail info@sick.es

France
Phone +33 1 64 62 35 00
E-Mail info@sick.fr

Great Britain
Phone +44 (0)1727 831121
E-Mail info@sick.co.uk

India
Phone +91-22-4033 8333
E-Mail info@sick-india.com

Israel
Phone +972-4-999-0590
E-Mail info@sick-sensors.com

Italia
Phone +39 02 27 43 41
E-Mail info@sick.it

Japan
Phone +81 (0)3 3358 1341
E-Mail support@sick.jp

Nederlands
Phone +31 (0)30 229 25 44
E-Mail info@sick.nl

Norge
Phone +47 67 81 50 00
E-Mail austefjord@sick.no

Osterreich
Phone +43 (0)22 36 62 28 8-0
E-Mail office@sick.at

Polska
Phone +48 22 837 40 50
E-Mail info@sick.pl

Republic of Korea
Phone +82-2 786 6321/4
E-Mail info@sickkorea.net

Republika Slovenija

Phone +386 (0)1-47 69 990
E-Mail office@sick.si
Romania

Phone +40 356 171 120
E-Mail office@sick.ro

Russia
Phone +7 495 775 05 34
E-Mail info@sick-automation.ru

Schweiz

Phone +41 41 619 29 39
E-Mail contact@sick.ch
Singapore

Phone +65 6744 3732

E-Mail admin@sicksgp.com.sg

Suomi
Phone +358-9-25 15 800
E-Mail sick@sick.fi

Sverige
Phone +46 10 110 10 00
E-Mail info@sick.se

Taiwan

Phone +886 2 2375-6288
E-Mail sales@sick.com.tw
Tirkiye

Phone +90 216 587 74 00
E-Mail info@sick.com.tr

United Arab Emirates
Phone +971 4 8865 878
E-Mail info@sick.ae

USA/Canada/México
Phone +1(952) 941-6780

1 800-325-7425 - tollfree

E-Mail info@sickusa.com

More representatives and agencies

in all major industrial nations at
www.sick.com
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