
Wiring connections

Circular connector M12x1, 4-pin Circular connector M12x1, 5-pin

2 switching outputs or 
1 switching output + 
1 analog output

2 switching outputs + 1 analog output

L+ = 1 M = 3 Q1 = 4 Q2 = 2 L+ = 1 M = 3 Q1 = 4 Q2 = 2 QA = 5
                                                                QA = 2

Ingress Protection per IEC 60 IP 65 and IP 67 IP 65 and IP 67
The ingress protection classes specified only apply while the pressure transmitter is connected with female 
connectors that provide the corresponding ingress protection.

Legend:
L+	 Positive supply connection
M	 Negative supply connection
Q1	 Switching output 1
Q2	 Switching output 1
QA	 Analog output 

Accessories

PVC circular plug-in connector, M12, 4-pin

	 6009382 	 2 m
	 6009866 	 5 m
	 6010543 	 10 m
	 6010753 	 15 m
	 6034401 	 20 m

	 6009383 	 2 m
	 6009867 	 5 m
	 6010541 	 10 m
	 6036474 	 15 m
	 6033559 	 20 m

	 6033686 	 1 m, coating colour gray
	 6033687 	 4 m, coating colour gray
	 6033688	 5 m, coating colour gray
	 6033690 	 7 m, coating colour gray

PBS
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	 6008899 	 2 m
	 6009868 	 5 m
	 6010544 	 10 m
	 6029215 	 15 m

PVC circular plug-in connector, M12, 5-pin

	 6008900 	 2 m
	 6009868 	 5 m
	 6010542 	 10 m

PUR circular plug-in connector, M12, 4-pin

	 6025900 	 2 m
	 6025901 	 5 m
	 6025902 	 10 m
	 6034749 	 15 m
	 6034750 	 20 m
	 6034751 	 25 m

	 6025903 	 2 m
	 6025904 	 5 m
	 6025905 	 10 m	
	 6034752 	 15 m
	 6034753 	 20 m
	 6034754 	 25 m

	 6026250 	 5 m, welding spark-proof
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	 6036384 	 5 m, shielded
	 6036385 	 10 m, shielded
	 6036386	 20 m, shielded

	 6025909 	 2 m
	 6025910 	 5 m
	 6025911 	 10 m

PUR circular plug-in connector, M12, 5-pin

	 6020399 	 5 m, welding spark-proof

PUR circular plug-in connector, M12, 4-pin

Device fixture 

Material Order-Nr.

Aluminium 6038699

	 6025906 	 2 m	
	 6025907	  5 m
	 6025908 	 10 m 
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PBS

Type code Option
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Pressure type			 
Gauge			 
Absolute			 
Compound			 
Pressure unit			 
bar			 
Mpa			 
psi			
kg/cm²			 
Measurement Range			 
bar / Gauge Pressure			 
0...1 bar			 
0...1.6 bar			 
0...2.5 bar			 
0...4 bar			 
0...6 bar			 
0...10 bar			 
0...16 bar			 
0...25 bar			 
0...40 bar			 
0...60 bar			 
0...100 bar			 
0...160 bar			 
0...250 bar			 
0...400 bar			 
0...600 bar			 
bar / Absolute			 
0...1 bar abs			 
0...1.6 bar abs			 
0...2.5 bar abs			 
0...4 bar abs			 
0...6 bar abs			 
0...10 bar abs			 
0...16 bar abs			 
0...25 bar abs			 
bar / Compound Range			 
-1…0 bar			
-1...+1.5 bar			 
-1...+3 bar			 
-1...+5 bar			 
-1...+9 bar			 
-1...+15 bar			 
-1...+24 bar			 



PBS

Option

	 2 0 0 9 - 0 5 - 0 1 	 S I C K 	 1 11 0 	 S I C K 	 2 0 0 9 - 0 5 - 0 1 	 2 0 0 9 - 0 5 - 0 1 	 S I C K 	 1 1

Measurement Range
psi Gauge Pressure			 
0...15 psi			 
0…25 psi			
0…30 psi			
0…50 psi			
0…100 psi			 
0…160 psi			 
0…200 psi			 
0…300 psi			 
0…500 psi			 
0…1000 psi			 
0...1500 psi			 
0…2000 psi			 
0…3000 psi			 
0…5000 psi			 
0…8000 psi			 
psi Absolute Pressure			 
0...15 psi abs			 
0…25 psi abs			 
0…30 psi abs			 
0…50 psi abs			 
0…100 psi abs			 
0…160 psi abs			 
0…200 psi abs			 
0…300 psi abs			 
psi Compound Range			 
-30 InHg...+0 psi			 
-30 InHg...+15 psi			 
-30 InHg...+25 psi			 
-30 InHg...+30 psi			 
-30 InHg...+50 psi			 
-30 InHg...+100 psi			
-30 InHg...+160 psi			
-30 InHg...+200 psi			
-30 InHg...+300 psi			
Process Connector			
G 1/2 B EN 837			 
G 1/4 A according to DIN 3852-E		
G 1/4 female			 
1/4 NPT			 
R 1/4 ISO 7 (DIN2999)	 		
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Pressure Port			 
Standard			
0.3 mm pressure port			 
0.6 mm pressure port			 
Sealing			 
NBR			 
FPM/FKM
Copper
Stainless steal			 
without sealing			 
Output Signal			 
two switching outputs (PNP)			 
one switching output (PNP) +4…20mA		
one switching output (PNP) +0…10V		
two switching outputs (PNP) +4…20mA		
two switching outputs (PNP) +0…10V		
two switching outputs (NPN)			 
one switching output (NPN) +4…20mA		
one switching output (NPN) +0…10V		
two switching outputs (NPN) +4…20mA		
two switching outputs (NPN) +0…10V		
Optional: Device type			 
Customized factory settings	 			 

Some combinations are technically not possible. 
Further configurations (e.g. pressure ranges) on request. Please contact SICK sales department.  



Australia
Phone	+61 3 9497 4100
	 1800 33 48 02 – tollfree
E-Mail	 sales@sick.com.au

Belgium/Luxembourg
Phone 	+32 (0)2 466 55 66
E-Mail 	info@sick.be

Brasil
Phone	+55 11 3215-4900
E-Mail 	sac@sick.com.br

Ceská Republika
Phone	+420 2 57 91 18 50
E-Mail 	sick@sick.cz

China
Phone	+852-2763 6966
E-Mail	 ghk@sick.com.hk

Danmark
Phone	+45 45 82 64 00
E-Mail 	sick@sick.dk

Deutschland
Phone	+49 211 5301-250
E-Mail 	info@sick.de

España
Phone	+34 93 480 31 00
E-Mail 	info@sick.es

France
Phone	+33 1 64 62 35 00
E-Mail 	info@sick.fr

Great Britain
Phone	+44 (0)1727 831121
E-Mail 	info@sick.co.uk

India
Phone	+91–22–4033 8333
E-Mail info@sick-india.com

Israel
Phone	+972-4-999-0590
E-Mail 	info@sick-sensors.com

Italia
Phone	+39 02 27 43 41
E-Mail 	info@sick.it

Japan
Phone	+81 (0)3 3358 1341
E-Mail support@sick.jp

Nederlands
Phone	+31 (0)30 229 25 44
E-Mail 	info@sick.nl

Norge 
Phone	+47 67 81 50 00
E-Mail 	austefjord@sick.no

Österreich
Phone	+43 (0)22 36 62 28 8-0
E-Mail 	office@sick.at

Polska
Phone	+48 22 837 40 50
E-Mail 	info@sick.pl

Republic of Korea
Phone	+82-2 786 6321/4
E-Mail 	kang@sickkorea.net

Republika Slowenija
Phone	+386 (0)1-47 69 990
E-Mail 	office@sick.si

România
Phone	+40 356 171 120 
E-Mail	 office@sick.ro

Russia
Phone	+7 495 775 05 34
E-Mail 	info@sick-automation.ru

Schweiz
Phone	+41 41 619 29 39
E-Mail 	contact@sick.ch

Singapore
Phone	+65 6744 3732
E-Mail 	admin@sicksgp.com.sg

Suomi
Phone	+358-9-25 15 800
E-Mail 	sick@sick.fi

Sverige
Phone	+46 10 110 10 00
E-Mail 	info@sick.se

Taiwan
Phone	+886 2 2375-6288
E-Mail 	sickgrc@ms6.hinet.net

Türkiye
Phone	+90 216 587 74 00
E-Mail 	info@sick.com.tr

USA/Canada/México
Phone	+1(952) 941-6780
	 1 800-325-7425 – tollfree
E-Mail 	info@sickusa.com

More representatives and agencies 
in all major industrial nations at 
www.sick.com

SICK AG	 |	 Waldkirch	 |	 Germany	 |	 www.sick.com
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